
Supplied with guiding cord
Ø5 x 6m, useful to guide

the webbing back into
the retractor

Individual
identification label:

- batch number
- serial number

Attachment point

ABS Shells
for best strength

Polyester
energy absorber
Maximum peak

force < 6 kN
Polyamide webbing

Width: 20 mm
Strength >12 kN

Length 6 m

CE label

Double action safety connector
with swivel ref.0925

Strength >23 kN
Opening 20 mm

Zinc Plated

Fall indicator
integrated on
the connector

COBRA 6
FALL ARRESTER

CONSTRUCTION, PLATFORMS

Ref. 2075
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Self-retracting fall arrester with webbing length of 6 m. 20 mm polyamide webbing with a breaking strength of 15 kN is 

protected by a durable ABS cover. Complete with auto-locking swivel connector and integrated shock absorber.

2022 UPDATE: maximum user’s weight upgraded to 120 kg.

16.03.22

MAX
40°

M
IN

 3
 m

Vertical use

Ref. Product name
Weight

kg lb oz EN 360

2075 COBRA 6 m 1.85 4 1 • •



COBRA COVER
COVER

Ref. 3263
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Waterproof cover of the Cobra retractable fall arresters for outdoor use.

Ref. Product name
Weight Dimensions

g oz cm

3263 COBRA 6-10-15 m COVER 590 20.8 55x36x13
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